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ABSTRACT

The objective of this investigation was to identify the inelastic deformation and

damage mechanisms under in-phase (IP) thermomechanical fatigue (TMF) in a

unidirectional SCS-6/Ti 15-3 metal matrix composite (MMC). Load-controlled IP TMF

tests were conducted at 300-538 °C at various stress ranges in high-purity argon. A major

emphasis of this work was to identify damage mechanism well before final fracture of

specimens, rather than to generate life diagrams, to aid development of a realistic

deformation/damage and life model.

The experiments showed that the principal damage mechanism under IP TMF was

distributed cracking of fibers without any matrix cracks. It also was found that distributed

fiber cracking was progressive on a cycle basis, that the density of cracks at a given cycle

number increased with the applied stress level, and that a threshold applied stress, whereby

fiber cracking can be avoided altogether, may not exist. The implication is that fiber

cracking has to be considered in any IP TMF loading situation. At a number of locations in

a given specimen, fiber cracks were found to be nearly coplanar over a few (3-4) adjacent

fibers, and in few specimens the coplanarity extended over a significant fraction of

specimen width in a given ply, i.e., they were "banded". Specimens with significant

banding had high ratchetting rates and short TMF lives. Such banding is typically not

observed under creep conditions, and suggest local stress concentration under IP TMF

conditions. Comparison of ratchetting and fiber damage behavior under IP TMF

conditions with companion creep and isothermal fatigue tests suggest that the thermal

excursions in a given cycle contribute significantly to fiber damage accumulation. The fiber

crack density was observed to be much less for a 16 minute cycle that for a 2-minute

cycle, and possible reasons are suggested. Residual strength tests at room temperature

following IP TMF cycles, and examination of fiber fracture density before and after

residual strength test at RT, indicated little if any degradation of fiber strength due to the

IP TMF cycles in the inert environment. Ratchetting responses were compared with the

given ply, i.e., they were "banded". Specimens with significant banding had high

ratchetting rates and short TMF lives. Such banding is typically not observed under creep

conditions, and suggest local stress concentration under IP TMF conditions. Comparison

of ratchetting and fiber damage behavior under IP TMF condition with companion creep

and isothermal fatigue tests suggest that the thermal excursions in a given cycle contribute

significantly to fiber damage accumulation. The fiber crack density was observed to be

much less for a 16 minute cycle than for a 2-minute cycle, and possible reasons are

suggested. Residual strength tests at room temperature following IP TMF cycles, and



examination of fiber fracture density before and aider residual strength test at RT,

indicated little if any degradation of fiber strength due to the IP TMF cycles in the inert

environment. Ratchetting responses were compared with the predictions of a creep model

that accounted for periodic fiber fracture. While agreement was reasonable for isothermal

conditions, comparisons with IP data suggested that allowance must be made either for

characteristic fiber strength degradation or a stress concentration effect; the former is

unlikely based on the experimental results.
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IN-PHASE THERMOMECHANICAL FATIGUE MECHANISMS

IN AN UNIDIRECTIONAL SCS-6/Ti 15-3 MMC

INTRODUCTION

In engine applications, high temperature MMCs such as titanium-based silicon

carbide fiber reinforced composites and their structural components will experience

repeated combined thermal and mechanical loading. Thermomechanical fatigue (TMF)

loading is thus a definite possibility for many of these components. The thermal part of the

loading in a combined thermal and mechanical loading environment may result in a greater

degree of viscoplasticity for the matrix. In addition, damage entities such as fiber cracks

may lead to complex interaction of the constituents affecting the overall response of the

MMC. Designing with MMCs, therefore, calls for a better understanding of the

deformation and damage accumulation mechanisms in these materials under TMF loading

conditions. In addition, lifetime assessment is an important need for structures made from

MMCs as life prediction approaches are not well established for this type of new material

system and their structures.

Previously, we had investigated [1-11 ] the inelastic deformation mechanisms such

as plasticity and damage in SCS-6/Ti 15-3 MMC under monotonic tension, compression,

creep and isothermal fatigue (IF) loadings. The focus of all of these studies was to evaluate

the plasticity and damage mechanisms in unidirectional MMCs and their effect on MMC

response. Furthermore, the effects of plasticity and damage and their relative roles on the

inelastic deformation response of MMCs were clarified. For example, our previous

investigation of IF [ 11] showed that strain ratchetting (due to stress relaxation effects in the

matrix) occurred at elevated temperatures [11], that fiber matrix debonding and fiber

fracture were the characteristic damage mechanisms in Regime I (high applied stress

range), and that matrix cracking was the predominant damage mode in Regime II

(intermediate applied stress range). These regimes are illustrated in Figure 1.

Our previous efforts were to develop a comprehensive understanding of the damage

mechanisms rather than to obtain fatigue S-N curves for isothermal fatigue loading, and

this approach is continued in the current TMF investigation. The overall objective of this

study was to determine the inelastic deformation mechanisms that influence the response of

the MMC under IP TMF. Additionally, we have provided a framework for a mechanism-

based life model for distributed fiber cracks - a characteristic damage mechanism observed

under IP TMF [I2-19].



With respect to life prediction, mechanism-based models are not fully developed.

Rather, several phenomenological TMF models have been suggested by researchers

[13,18]. In one study, a linear life fraction model (LLFM) was shown to have promise for

TMF life prediction [13]. In another study, it was suggested that TMF lives for both in-

phase (IP) and out-of-phase (OP) loadings depend on a single correlating parameter,

namely, the fiber stress in the unidirectional ply [18]. However, in both cases, the intrinsic

damage effects at the microstructural level are ignored and evolution of damage is not

considered. Because of the complexity of the deformation response under TMF loading as

they pertain to the matrix, fiber and fiber-matrix interface, analytical formulations

describing the role of damage and viscoplasticity and their effects on load sharing between

the fiber and the matrix are missing. It is not known, for example, if there is an applied

stress level below which there would not exist any fiber cracks, how the fiber damage and

matrix viscoplasticity combine to influence ratchetting rates and final failure of the MMC,

whether there exist fiber cracking characteristics/kinetics that can be used adequately predict

the ratchetting response under IP TMF, etc.. In order to facilitate the development of a

mechanism-based model, we examined the various mechanisms and the failure modes as

they evolved as a function of IP TMF cycles.

A large number of TMF characterization studies have been conducted by

researchers in the past few years emphasizing testing, performance and prediction of life

[12-22]. Many of the studies have focused on the relative life differences when the MMC

is subjected to thermal fatigue, IF, IP and OP TMF (Figures 2 and 3). The TMF studies

have shown that in-phase TMF loading for unidirectional composites results in distributed

fiber fracture. Analytical modeling was undertaken as well [23]. However, an explanation

is lacking as to the real cause of the initiation and accumulation of the distributed fiber

cracks. Furthermore, implications on the TMF life of the MMC due to the presence of

these cracks have not been addressed.

A review of these previous investigations points out several important issues:

Is distributed fiber cracking an inherent mechanism during IP TMF, and is it

progressive on a cycle to cycle basis? If so, is there a growth law relating the

density of fiber cracks to either the number of cycles at a given stress level or

to the magnitude of accumulated MMC strain?

Is there an applied threshold stress for the MMC below which fiber fracture

can be avoided under IP TMF? A threshold level would be useful in design.



• Whatis theroleof thethermalcyclecomponentin anIPTMF cycle?

• Is there fiber strength degradation during IP TMF?

What is the effect of IP TMF cycles on residual strength at RT? The later data

are often important in design considerations.

What is the role of cycle time on IP TMF life? Possible effects include non-

uniform temperature distribution in the constituents at high frequencies, and

the influence of matrix stress-relaxation on TMF damage accumulation and

life.

• How does IP TMF damage differ from those under creep conditions?

• What is the effect of IP TMF on interface strength?

What is the explanation for the absence of any compliance change in IP TMF

even in the presence of high fiber crack density ?

Finally, based on the mechanisms, what is an appropriate framework for an

IP TMF life model?

To address these issues, we conducted a selected set of experiments. In doing so,

we emphasized mechanisms, and concentrated on events that occur well before MMC

fracture, since under probable statistical circumstances neighboring fiber fractures could

produce highly localized damage and premature failure. The rationale was that such

understanding is necessary for developing any realistic life prediction methodology.

Developing a database for S-N curves was not the objective of the program.. Some initial

results and discussions of the work are available in references [24-26], with [24,26]

providing TMF data on a 15 volume percent MMC, and [25] providing additional data on

fiber strength statistics and the characteristics of "banded" fiber fracture.



EXPERIMENTS

Material and Specimens

All in-phase TMF experiments were performed on 8-ply 0 ° SCS6/Ti 15-3 MMCs

with 41 volume percent fibers (MMC-41). This material was consolidated by Textron

Specialty Metals using a foil-fiber-foil process, and all of these panels utilized Mo-weaves

to hold the fibers in place during consolidation. To assess the effects of the Mo-weaves, 4-

ply panels were produced by the arc-spray method at NASA-LeRC. These plates had a

fiber volume fraction of 30% (MMC-30) and did not contain Mo-weaves.

All tests were performed on the as-received materials, without any further heat

treatment. In this condition, the microstructure is relatively clean, which allows easier

understanding of the effects of TMF deformation on the dislocation structure in the MMC,

and how fatigue cracks nucleate. Note that Ti-15-3 (Ti-15V-3Cr-3Al-3Sn alloy, all weight

percent) is a metastable beta Ti-alloy with a body centered cubic (bcc) crystal structure, and

in reference [1,2] we had shown that it contains a very fine omega (hexagonal close

packed, hcp) phase which gives the material a planar slip character at room temperature. At

temperatures above 300 C, acicular alpha-phase (hcp) particles are known to precipitate in

the microstructure with a fixed orientation relationship with respect to the parent bcc phase.

Heat treatments at temperatures between 400 C and 550 C produce finer precipitates, and

they increase the modulus by about 10 percent. In most of the past fatigue studies on the

SCS6/Ti 15-3 system, the MMCs were subjected to a 700 C/24 hour heat treatment with

the aim of stabilizing the microstructure; such a heat treatment does not alter the modulus of

the matrix alloy by any significant amount compared with the as-received material.

However, this type of heat treatment cannot prevent the formation of new finer alpha

phases when the specimen is tested or held at intermediate temperatures; i.e.,

microstructural evolution is an integral part of the Ti 15-3 system at elevated temperatures.

The specimen geometry used for in-phase TMF testing is shown in Figure 4.

Evolution of this design is described in Ref. 11.

Experimental Conditions

Experiments were performed in the load control mode on a servohydraulic test

system equipped with water-cooled friction grips. All tests were performed at an R-ratio of

0.1. The temperature cycle was 300-538 C for a 120 sec cycle. A typical stress-temperature
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history from an IP TMF testis illustratedin Figure5, showingthat thetemperaturesand

stresseswerein-phaseandfolloweda linearrampprofile; timedifferencesat theextremum

pointsrangedbetween1and4 seconds.

TheTMF testswereperformedusinginductionheatingin astainlesssteelchamber

which was initially evacuatedto 10-4 torr of vacuum,thenbackfilled with high-purity
getteredargon. Sometestswereperformedwith an initial evacuationto 10-6 torr, but test

resultsdid notshowanysystematicvariationin ratchettingor life betweenpre-evacuationat

10-4 and10-6 tort vacuum. An argon flow rateof 3 liters/minutewasmaintainedduring

thetests.Theinert atmospherewasusedto keepoxidationto aminimum,soasto interpret

TMF responsein termsof theMMC's inherentcharacteristicsratherthantheenvironment.

Specimenstrains(over a 12.5mm gagelength)were monitoredat the specimenedges

usinganextensometerwith ceramicarms,andthestress-straindatawererecordeddigitally
at differentfractionsof life.

TMF testswerefollowed by detailedmicrostructuralcharacterization,to identify

damageandfailuremechanisms.InterruptedTMF tests were conducted to monitor damage

evolution and these specimens were metallurgically examined. The fracture surfaces were

examined using optical and scanning electron microscopes.

Design of Experiments

To provide insight and background on the results that are presented later, a brief

description of the different types of experiments are listed here, including rationale for their

selection:

(i) Obtain initial assessment of life and strain ratchetting under IP TMF loading, and

compare with data from IF tests performed at 538 C at both 1 Hz (baseline) frequency as

well as at approximate/y 0.01 Hz (actually 0.00833 I/z, same frequency as the TMF tests).

Experiments were conducted at maximum stresses of 1114 MPa, 1000 MPa, and 850 MPa.

Although there was significant scatter in TMF life and the ratchetting response, a

characteristic unifying feature of all specimens was a high density of fiber cracks. A

decision was made to understand the fiber fracture issue, and this dictated design of

subsequent experiments.

(ii) Interrupt tests at various fractions of life at a given stress level, followed by

destructive metallographic evaluation of fiber damage. These experiments would provide

data on progressive fiber fracture kinetics. A 114-1114 MPa/300-538 C in-phase cycle
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wasselected.Initial testsshowedonefailureat 96 cycles, and no failure even after 7516

cycles. Interruption was designed for 3, 30, and 60 cycles. As will be discussed later, the

probabilistic nature of cracking offset this simplistic method of evaluating fiber damage

evolution.

(iii) Perform tests at different stress ranges, but unload after approximately 300 cycles,

followed by metallographic evaluation of fiber damage. The objective was to determine if a

stress range existed below which there was no fiber fracture. Viscoplastic analyses

indicated that in the absence of fiber fracture, most of the ratchetting and load dumping to

fibers would be over well before 300 cycles, so that 300 cycles could be a good stopping

point for evaluating any fiber damage. Stress ranges as low as 30-300 MPa were utilized.

(iv) Determine the strength of fibers removed from the as-received specimen by etching

away the matrix. This data would provide the statistical strength distribution of fibers in

the panel, to help explain if a possibly weak fiber population existed in the panel, which

could explain why fiber fractures were observed in specimens that were subjected to very

low stresses (30-300 MPa). Single fibers from the MMC-41 were removed from an

untested specimen and the fibers were tested at NASA-Lewis Research Center. The matrix

was etched away using a solution of 85 percent water, 10 percent I-IF and 5 percent HNO 3.

The fibers were rinsed in water and dried in air. Tensile tests were conducted at 0.13

mm/min cross-head speed. Forty fibers were tested.

(v) Evaluate whether TMF as well as thermal cycles (without loads) damage the SCS6

fibers, which have a rather complex structure consisting of different grades of carbon and

SiC with their own thermal expansion coefficients and elastic modulus. Examination of IP

specimens indicated that fibers were failing at apparent average stresses well below those

determined from the individual fiber strength tests. The approach consisted of the

following: after 300 IP TMF cycles at 30-300 MPa, metallographically polish the specimen

to the first fiber layer and assess fiber break density. Then load the specimen at RT to

0.8% strain, sufficient to raise the average fiber stresses to about 3000 MPa. Then polish

the other face of the specimen to the fiber level to assess if the crack density increased. The

rationale was that any incipient fiber damage due to TMF, that did not show up as a fiber

break following cycling at 300 MPa, would most likely lead to distributed fiber breakage at

the high stress at RT, and hence a higher fiber crack density. On the other hand, if fiber

degradation was small or negligible, then the crack density would be the same, both before

and after the tension loading at RT.



(vi) EvaluatewhetherthereasonablyrapidTMF cycles (2 minuteduration)introduce

significant fiber stresselevationthrougheither(a)non-uniformtemperatureprofde in the

constituents(for example,fiberscouldbeat a lower temperaturethan thematrix, thereby

causingfibers to fail at low apparentfiber stresses),or (b) throughpossibleretentionof
reasonablefiber-matrix clampingstress,andhencehigher friction stressat brokenfiber

regions(comparedwith acreepcase),resultingin stressconcentrationin fibersadjacentto
isolated fiber breaks at randomweak locations. This issuewas addressedby testing

companionsamplesat700MPawith cycledurationsof 16minutesand2minutes.

(vii) Evaluatethe effect of TMF cycling on interfacestrengths,to understandhow a
brokenfiber influencedstresselevationin neighboringfibers. Theinterfacestrengthvalues

couldalsobeusedto obtainmoreaccurateestimateof crackspacingsin aparticularfiber;

crackspacingsappearedtobewell belowvaluescalculatedby a shearlag analysis.

(viii) Determinetheresidualstrengthof an IP cycled specimenat RT, to evaluatethe

extentby which fiber failuresinfluencetensilestrength.

(ix) Confirm whetherfiber fracturealsooccurin creepat reasonablylow appliedloads,
suchthat strainsaturationis reached.A stressof 700MPawasselected,andIP TMF tests

hadindicatedsignificantfiber fracturesatthisstresslevel.

(x) Performthermal cycling at a constantload, to determineif the thermalcycling

componentcontributesto fiber fracture;stressesof 165MPaand700MPawereselected.

(xi) Evaluatewhetherintrinsic MMC defectsplay a significant role in the statistical

natureof fiber fractures. In particular,Mo weavesappearedto influencelocationsof the
initial fiber fractures,althoughata laterstageof life fiber crackswereobservedfar from the

weaves.Therefore,a smallpanelof SCS6/Ti-15-3MMC wasfabricatedat NASA Lewis

usingthepowdercloth process,without incorporatinganyMo weave. Thesespecimens

hadonly 30volumepercentfibers,andsostresslevelswere scaledaccordingto the fiber
volumepercent. The experimentsweredesignedto understandwhetherthe progression

mechanismof fiber damagewasdifferentwith andwithout Mo weaves,or whetherthere

wasamatrix-microstructureindependentfundamentalfiber breakagemechanismthatwas

operativeunderIPTMF, butwhichwaspossiblyacceleratedby matrixdefects.



RESULTS

Mechanical Response

A summary table describing all the tests is presente d in Table 1. The,table is

arranged by specimen number and represents the order of testing in an attempt to

investigate the fiber cracking mechanism in a chronological manner. In general, the

rationale for subsequent tests were determined based on the results of the previous series of

tests. Given the high crack density of distributed fiber cracks for tests at higher stresses

such as 11 I4 and 850 MPa (specimens F41-1 to F41-8 except F41-6 and F41-7 which

were conducted to determine the early fiber crack development), the maximum stress was

lowered to 700 MPa followed by 165 MPa and to 300 and 400 MPa to determine if fiber

cracks occurred even at very low stresses (specimens F41-9 to F41-18). These series of

tests can be categorized as lower stress tests. Specimens F41-19 to F41-24 series of tests

can be categorized as confirmatory tests to help confirm our understanding of the fiber

cracking mechanism from the previous series of tests. The last three tests 031-1 to B-3)

were with the _C-30 specimens without the Mo-weave. Table 2 represents tests in

Table 1 that are organized by maximum stress values, other important test data, and also

provides information on damage state.

Figure 6 shows the monotonic response of MMC-41 and MMC-30 specimens. It is

noted that MMC-30 has somewhat lower modulus (160 GPa), although strength (1600

MPa) and strain-to-failure (1.2%) are comparable to 35 volume fraction MMC [1]. The

tensile strength of MMC-41 was about 1400 MPa. MMC-30 had a large amount of

porosity due to incomplete consolidation which most likely lowered the modulus value.

A number of TMF tests were carried out at a maximum stress level of 1114 MPa

which is roughly equal to 80% of the ultimate tensile strength. The test data (Tables 1 and

2) indicate significant scatter in life at this stress level, with a failure at only 15 cycles and a

run-out at 7516 cycles. TMF tests were carried out at a maximum stress level down to 300

MPa. A few tests were conducted at a very slow thermal cycling rate of 16 minute per

cycle as opposed to the typical rate of 2 minutes per cycle. A number of tests were

conducted (F41-12 and F41-13) with a constant load e.g. 165 MPa and 700 MPa,

respectively, with thermal cycles between 300-538 C to explore if thermal cycling in the

presence of a load was enough to initiate distributed fiber cracks. A creep test (F41-24)

was conducted to better understand the nature of creep damage in the MMC in relation to IP

TMF damage and also to better interpret the ratchetting response in IP TMF.
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A TMF life plot is shownin Figure7. In thisplot, thearrowsrepresentspecimens

that were tested and removed prior to failure to examine the evolution of damage.
Isothermalfatigue datafrom theliteraturearealso includedin Figure7 for comparison

purposes.Note that at 1114MPamaximumstress,oneparticularTMF test(F41-5)lasted

longerthantwo IF testsat 538C (anIF life of 2296cyclesat 1Hz, andanIF life of 3895
cyclesat 0.00833Hz [24,25]). However,while only fiber damagewasobservedfor the

IP specimens,theIF specimenshadmatrixcracks,aswell asisolatedfiber cracks. In fact,

small regionsof matrix crack growth were observedon the fracturesurfacesof the IF

specimens,and mayexplain why IF life waslower thanthe IP specimen(althoughthis

particular IP testappearsmoreof anexception,given theshort failure lives for the other
specimensat thesamestresslevel). Theabsenceof matrix cracksin theIP specimencan

be explainedby the fact that the matrix strain/stressrange,which governsmatrix crack

growth, is lower under IP conditions thanunder IF conditions. Simple thermal stress

calculationsshowthat thetemperaturechangesin acyclereducethematrix stressrangeby
about80MPa (between300and538C), andfor aneffectivematrix modulusof about60

GPa(consideringviscoplasticdeformation)thiswouldimply thatthematrix strainrangeis

reducedby approximately0.13%. Usinga strain rangeversuslife plot, as in references
[24,25],thiswould imply amatrixdominatedlife of about20,000cycles;i.e., in an IP test

at 1114MPa, amatrixdominatedfailure wouldkick in at lives approaching20,000cycles

(if fiber-dominated failure did not occur earlier), whereasit can occur as early as

approximately2000cyclesin anIF testatthe samemaximumstresslevel. Nevertheless,

consideringthatfour IP samplesat amaximumstressof 1114MPafailed in lessthan100

cycles,we canonly concludeat this stagethatthereis ahigh probability of significantly
shorterlife underIP conditioncomparedwith IF conditionat 1114MPa maximumstress

level. It will beshownlater that specimenF41-5with a run-out 7516cycleshada very

uniform fiber crack distribution, which may explain why ratchettingstabilized for this

specimenanddid not leadto earlyspecimenfailure.

Figure 7 also includesdataon a 15volumepercentMMC (MMC-15), that was

investigatedin aninitial partof thisstudy[24,25]. Ona maximumappliedstressbasis,the

MMC-41 clearly outperformsMMC-15, indicating theexpectedpayoff from thehigher

volume percentMMC. On a strain rangebasis,however, the IF dataof MMC-15 and

MMC-41 werecomparableat lives typically higherthan10,000cycles;i.e., in thematrix
dominatedregime. UnderIPconditions,the life of MMC, 15wassignificantlyshorterthan

MMC-41 evenon amechanicalstrainrangebasis[24,25];i.e., thedamaginginfluenceof

IP TMF appearedto bemoreseverefor MMC-15 thanMMC-41. While theratchetting

ratesstartedoutsimilar for companionIF (at 0.00833Hz)andIP samplesat 50-506MPa,



the ratchettingrateacceleratedrapidly for theIP specimenand led to failure in 44 cycles,

whereas the ratchetting rate decreased for the IF specimen, which was subsequently

unloaded after 5630 cycles. It appears that the characteristic features responsible for early

specimen failure under IP conditions for MMC-41 are also present for MMC-15.

Additionally, significant elongation including necking occurred for MMC-15, since the

matrix carries a substantial fraction of the load for such low volume fractions and can lead

to unstable failure at much larger strains.

The TMF response, i.e., hysteresis loops from high, medium and low stress level

tests are presented in Figures 8-10 with the corresponding minimum and maximum strain

levels. In these plots, the mechanical strain range was obtained by subtracting the thermal

strain from the total measured strain, using a thermal expansion coefficient of 5.8x 10-6/C

for the 41 volume percent MMC; the expansion was computed from fiber and matrix

properties using the concentric cylinder model. It is noted that in all cases, the strain range

appears to be constant as a function of TMF cycles. The increase in maximum and

minimum strains are manifestations of the ratchetting response of the MMC under in-phase

TMF loading. Early strain rise in an IP TMF test with 1114 MPa as a maximum stress is

presented in Figure 11. Figure 12 provides comparisons of the ratchetting response of the

MMC-41 specimens under identical applied loads. In the plot, "F" and "DNF" denote

failed and did-not-fail (unloaded), respectively. The ratchetting curves for the IP

specimens show some scatter. While the maximum strain in the first cycle may be due to

specimen-to-specimen variations and possible fiber cracking at first loading, the key

information in Figure 12 is that the rate of ratchetting was faster for IP compared with IF

specimens. Reduced recovery of the matrix strain on unloading under the IP condition

(unloading at lower temperatures) compared with the IF condition may be responsible for a

higher degree of ratchetting. This is believed to be further aided by fiber cracking, which

appeared to be significantly enhanced under IP TMF conditions.

Several tests were run at considerably higher cycle times, e.g., 16 minutes

compared with 2 minute cycles. As already indicated, one purpose of this test was to

evaluate if non-uniform temperature distribution might play a role in enhancing fiber

fracture, given that a 2 minute cycle time may be insufficient to provide temperature

uniformity throughout the specimen. At the same time it is realized that for a given number

of cycles, a longer Cycle time would produce rapid creep deformation of the matrix, and

hence possibly more fiber fracture. Comparisons of Figures 9 and 13 illustrate the

expected trends, in that for the 2 minute cycle, ratchetting extended rather uniformly 6ver

many cycles. On the other hand, for the 16 minute cycle, ratchetting was rapid initially, but

the rate decreased with cycle numbers. The total amount of ratchetting was actually less for
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the 2 minute cycle (approx.0.14%) than for the 16 minute cycle (approx.0.22%).

However, it will be shown later that the 2 minute cycle producedmany fiber cracks,

whereasthenumberof cracksfor the 16minutecyclewassignificantlyless.

To investigatetheinfluenceof distributedfiber cracksontheresidualstrengthof the

MMC specimen,onetestwasdone(F41-23)afterthe specimenwassubjectedto 300 IP

TMF cyclesat an 850 MPa maximum stress. Although, we recognizethat statistical

variability on strengthis a reality, thesingletestwasperformedprimarily to determineif

thereis asignificantreductionin strength.Theresidualstrengthobtainedwasabout1300

MPa which is close to the ultimate tensile strengthof 1400MPa for the MMC-41

composite.Basedon our testsat 700 MPa for 200 and 300 cycles,and the reasonable

densityof fiber cracksobservedin suchspecimens,aswell asinvestigationof a 850MPa

specimenwhich lasted8161cycles,weexpectedareasonabledistributionof fiber cracksin

this specimenprior to theresidualstrengthtest.It appearsthat theresidualstrengthis not

significantlyaffectedby distributedfiber cracks.

The primary intent of the researcheffort was to investigatethe fiber cracking

mechanism and to clarify a number of issues as discussed in the introduction.

Accordingly, themajority of testswereinterruptedbeforefailure(Table1). In mostcases,

westoppedthetestsbetween3 and300cyclesto investigatethechronologicalevolutionof

damage,andincludingthosedataonlifetime plotsdonotprovideanyvaluableinformation.

They canbe reviewedin Table 1 or Table 2. However,for the 1114MPa to 850 MPa

maximum stress,TMF data (F41-1,F41-2,F41-3, F41-5,F41-19 and F41-20) provide

someusefulinformationin thatthevariability in lifetime within the stressvaluesof 850-

1114 MPa is evident. Typically, 10,000TMF cycles is considereda large numberof

cycles. Therefore,specimenssuchasF41-2andF41-3which did not fail closeto 10,000

cyclesmaybeconsideredasrunouts.

Interfacemeasurementsat RT on an IP specimencycledat 1000MPa stressfor

4751 cycles (sampledid not fail), indicateda friction stressof approximately80 MPa.

This value is lower thanapproximately120MPa measuredfor the as-receivedmaterial,

andpointsto somedegradationof the interfacedueto IP loading. However,thescatterin

datafor theIP specimenwasmuchmorethanthevirgin material,andmaybe relatedto the
fact thatmanyof thefiberswerebrokenanddebondedin theIP cycledMMC.

A creeptest(sampleF41-23)wasperformedat 700MPa.The stresswasselected

sincecalculationsshowedthat thestresswaslow enoughto precludefiber fracture,and

henceleadto attainmentof zerocreeprateatlong times. Also, IP TMF tests at the same

stress level indicated significant fiber cracks and ratchetting.
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Microstructure

SCS-6 fibers are brittle ceramic fibers and it is possible that fibers may crack during

processing. Also, there exist questions regarding the polishing technique; i.e., whether

fiber cracks occur during polishing. As a reference, we polished an entire unteste d

specimen to verify that there were no pre-existing cracks, and that cracks were not

introduced during polishing. Figure 14 is a micrograph of that specimen. No cracks were

observed in this ply. Such polishing has been previously performed on other untested

specimens, and they too have indicated none or at most a few (less than 10) pre-existing

fiber cracks in an entire ply. On the other and, as will be shown later, fiber cracks were

observed throughout the specimens of IP specimens, and they were observed previously in

IF specimens cycled at high strain ranges (in Regime 1).

Specimen F41-5, which was unloaded after 7516 cycles, was metallurgically

polished to its first layer of fibers. Optical microscopy revealed a high density of fiber

cracks throughout the gage section (Figure 15). In order to establish that similar fiber

cracks were present in other plies, the specimen was then further polished down to the third

layer of fibers. Figure 16 shows distributed fiber cracks in this layer confirming that the

fiber cracking phenomenon occurs throughout the bulk of the specimen and is not confined

to surface layers only.

Figure 17 is a micrograph of specimen F41-7, which was unloaded after 30 IP

cycles at a maximum stress of 1114 MPa. This specimen also shows significant fiber

cracks at this low cycle number, and it is unlikely that the specimen would have survived

many more cycles. Another interesting feature of Figure 17 is that the cracks appear to fall

along a band, perpendicular to the loading direction. Such "banding", which for this

specimen consumed a significant fraction of ply width, can be detrimental to the load

carrying capability of the MMC. Specimens with very short lives had similar banding, but

such severe banding did not occur in all specimens. More typical was the case where a

limited number (about 3 to 4) of adjacent fibers had coplanar cracks (or something very

close), which then got dissipated into more random crack locations in nearby fibers. Such

coplanar cracks may be seen in most of the micrographs in this report, and their existence

points to some form of stress concentration effect, along the lines analyzed by Hedgepeth

and Van Dyke[28j_ Banding or coplanarity has not been reported in past creep studies of

MMCs. One possible reason is that the matrix stress, in particular the radial stress at the

interface, is significantly relaxed under creep loading, so that when a fiber does fracture,

debonding can occur readily. Consequently, a large volume of matrix can participate in

transferring the excess load to the neighboring fibers; i.e., stress concentration would
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accordinglybelow at thecrackplaneon thenearbyfiber. Ontheotherhand,thethermal

clampingof fibersduringtheunloading-coolingcyclein IP TMF mayhaveassociatedwith

it someinelasticity,particularlyatthebrokenfiber ends.Thiscouldpossiblyenhancethe

clamping andfriction stressesduring the reloadcycle, resultingin higherstressesin the

matrixnearthecrackplane,which in turnwould loadup theadjacentfiber only closeto the

crack plane; i.e., a stressconcentrationeffect, resulting in fasterpropagationof fiber

breaks.Theseargumentsonstressconcentrationeffectsdueto damping,arequalitatively

similar to thelocalversusglobal loadsharingconceptsadvancedby He,EvansandCurtin

[32]. According to their analyses, a high friction stress and low fiber strength can lead to

failure of nearest neighbors rather than next nearest neighbors; i.e., local load sharing. If

indeed clamping is an important reason for crack coplanarity, then a longer IP cycle time

may actually be beneficial, since clamping stresses can get dissipated by the time full load is

reached at maximum temperature. Note that these are at least a few explanations for crack

coplanarity and banding, although other likely explanations may exist as well. More

important, however, is the fact that crack copIanarity and banding do occur under IP TMF,

and indicate that once some cracks initiate in fibers, they can spread more rapidly under IP

TMF conditions than under other loading conditions. This can explain the significant

damaging influences of IP loading on fiber fracture and low life, and is an issue that needs

additional experimental and theoretical validation. From a life prediction viewpoint, it

implies that in IP TMF, the main issue is the rate at which fiber damage progresses from

one fiber to the next, rather than the occurrence of the first fiber crack.

An isothermally cycled (1114 MPa max. stress at 538 C) specimen (F41-4) was

polished to evaluate its damage mechanisms and compare with the IP TMF mechanisms. It

revealed surface matrix cracks and fiber fracture near the matrix crack plane (Figures 18

and 19). Isolated fiber cracks, without matrix cracks, were also observed at other locations

of this specimen. These fiber cracks were more uniforrrdy distributed, similar to the F41-5

IP TMF specimen. Besides the matrix cracks under IF conditions, another important

distinction with IP TMF damage was that the fiber cracks were often associated with local

debonding (Figure 19).

A high magnification photomicrograph of the fiber fracture surface in specimen

F41-5 revealed several interesting fracture characteristics of the fibers. Careful observation

showed that a large number of fibers failed due to crack initiation from the core and a

similar number of fibers failed by crack initiation from near the fiber surface layers. There

was no attempt to quantify the distribution of cracks from one type to the other type of

fracture. Scanning electron photomicrographs of the two types of fiber fracture are shown

in Figures 20 and 21.
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There were two typesof IP TMF fiber cracks: (a) singlecrack and (b) multiple
"shatter"cracksasshownin Figures22aand22b.Whethertheyaresurfaceor coreinitiated

remainsto be investigated.StudiesconductedatLawrenceLivermoreResearchLaboratory
revealedthat SCStypefiberscan fail by spiralcracks(Figure23)which canmanifestasa

numberof closelyspacedcracksystemsatthefiber surface[27] resembling"shatter"cracks.
Also, it wasnotedthatin IP TMF, thefiber crackswerenot typically associatedwith large

debondsasin thecaseof IF (Figures19and22)specimens.
The fiber cracksobservedunderIPTMF generallywerevery fine hairlinecracks.

CarefulSEM evaluationshowedthatthecracksurfacedisplacementswere submicronin

size.We madefifteenmeasurementsandtheaverageCODwasdeterminedto be0.3 l.tm.

A typical separationof 0.3pm is shownin Figure24.TheactualCODwhenthespecimen
is under loadshouldbe larger.Evenif we assumea severalfold increase,theCOD under

loadshouldnotbemorethan1_tm.

A polished and etched surfaceof specimenF41-5 showeddispersedmatrix

plasticity (Figure 25) in termsof concentratedslip bands. It is important to note that
matrix inelasticity wasnot confinedto the tip of fiber cracksonly. Slip bandscan be

observedawayfrom fiber cracks. In F4i-6 andF41-7specimenswhich weretestedand

removedafter only 3 and 30cycles,respectively,evidenceof slip bandswere observed.

Theseareshownin Figures26and27.

An importantaspectof ourexperimentalinvestigationwasto understandthenature
of fiber crackevolutionasa functionof TMF cycles.We havealreadyvisitedwhatwould

beahigh densityof fiber cracksasshownin Figure 15for aspecimenthat wascycled to

over 7,500 cycles. SpecimenF41-6 and F41-7 were tested for 3 and 30 cycles,

respectivelyat 1114MPamaximumstress.
In Figure 28,we foundonly afew fiber cracksafter 3 cycles,andthoseoccurred

exclusivelyaroundMo-weaves.Thus,theselocationsareprime sitesfor the initial fiber

cracks,possibly through damageof the fiber during consolidation,or through stress
buildup at suchnon-uniformmatrix microstructurelocations. Note,however,that later

cracksoccurredawayfrom Mo weaves, indicatingthat Mo weavesarenot a necessary

requirementfor fiber cracks.In Figure29,thefiber crackdensityobservedisqualitatively

higher for specimenF41-7, which wascycled for 30 cycles. However, the overall
numberof cracksin this specimenwaswell below thatobservedin a specimenthat was

cycledfor thesameloadingconditionto over7500cycles(F41-5)anddid not fail (Figure

15). Theseresultspoint to the fact that thefiber cracking process is a progressive

mechanism, that is, it depends on the number of IP TMF cycles until failure occurs. It
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implies that a specimencycled for many more cycles at the samestresslevel and

temperaturecyclecomparedwithanotherspecimenwill developmorefiber cracks.
Thedistributedfiber crackingphenomenonwasobservedatrelatively low applied

stressesfor specimenF41-17e.g.ata700MPamaximumstresslevel (Figure30). At this
stresslevel, if all the loadis transferredto thefibersdueto matrix stressrelaxation,then

themaximumfiber stresswill beabout1700MPa. Singlefiber testsconductedatNASA-
Lewis from theas-receivedMMC-41 laminateshowedaminimumfiber strengthof 2250

MPawith the highestfiber strengthbeing5865MPa,the averagebeingabout4200MPa

(Figure 31). Thus,fiber failure is not anticipatedat 700MPa maximumapplied stress.

Fiber strengthdistributionstudiesshowawidevariationin strengthof SCS-6fiberswhich
in somecasesexhibitabimodaldistribution.

To arrive at a thresholdstresswhereno fiber crackswould occur, the maximum

applied stresswas reducedto 300 MPa. However,distributedfiber crackswere also
observedatthis stresslevel, althoughtheir densitywasextremelylow. If all the loadwas

takenby the fibers,this stresswould imply anaveragefiber stressof approximately732

MPa, a level well below any measured strength of fibers. The implication is that a

threshold stress may not exist. Consequently, life assessment under IP TMF conditions

has to be made based on the fact that fiber cracks will exist, and it must be determined

whether the stress levels are high enough to accelerate fiber damage to the point where

overload failure can occur within a few thousand cycles. If the kinetics of fiber damage

progression are not high enough at that load, then matrix damage will take over, and fiber

damage would then play a less critical role.

Because of fiber cracks at low stresses (300 to 700 MPa), it was suspected that the

thermal cycling in IP TMF may have an adverse effect on the SCS-6 fibers, particularly

through surface degradation or in activating defects in the fiber due to thermal excursion.

In order to check whether thermal cycling had a substantial influence on the fiber cracking

mechanism, we conducted a number of tests keeping the load constant and imposing

thermal cycles between 300-538 C, which was the standard temperature range for all the

IP TMF tests. Specimen F41-12 was held at 165 MPa and thermally cycled between 300-

538 C for 300 cycles. The specimen was then loaded to 1200 MPa at RT and unloaded.

The polished specimen revealed only a few fiber cracks in the gage section (Figure 32).

We believe these cracks occurred due to thermal cycling rather than the 1200 MPa tensile

load applied at RT, since in our earlier work on monotonic deformation [1,7], fiber

cracking was not found to occur away from fracture surface i.e. the distributed cracking

mechanism was absent in the monotonic deformation at RT. For the F41-13 specimen,

which experienced 300 thermal cycles (300 C-538 C) at a constant applied stress of 700
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MPa, distributed fiber crackingwasagainobserved. This test confirmed that thermal

cycling had substantialinfluenceon distributedfiber crackingandthat pure mechanical

cyclic loadingwasprobablynot adriver(althoughit couldfurtheraccentuatefibercracking

in IPTMF) for thedistributedfiber cracks.

To further evaluate whether IP TMF may degrade fibers, we conducted an IP TMF

test with a maximum stress of 300 MPa for 300 cycles (Specimen #F41-14). This same

specimen was then loaded at RT to approximately 0.8% strain, and then unloaded (Figure

33). Polishing of one face of the entire specimen to the first fiber level showed distributed

fiber cracks, although with a reasonable low crack density (Figure 34). At this strain level,

the fibers are loaded to about 3000 MPa, and if fibers had degraded, then additional cracks

would show up after the RT loading. The other face of the specimen was polished to the

ply level after the RT tensile test. Ex_nation of that ply showed no noticeable difference

from the fiber crack density before the tensile test. We conclude that IP TMF did not

necessarily degrade fibers, otherwise, the magnitude of distributed fiber crack density

would be higher after monotonic loading following prior IP TMF loading.

In another aspect of fiber cracking, we had observed that in most cases, the early

fiber cracks were located near the Mo weaves (Figures 28 and 29). If Mo-weaves (Figure

35) influenced this cracking mechanism, perhaps as stress concentrators, then their

presence could initiate SCS-6 fiber cracks. In order to verify whether Mo-weaves are

critical to the initiation of fiber cracks, MMC-30 which were made without the Mo-weaves

at NASA-LeRC were tested under IP TMF. Distributed fiber cracking was observed in

specimens without Mo-weaves as well (Figure 36) confirming that the distributed fiber

cracking mechanism was not unique to laminates with Mo-weaves. In addition, the

coplanarity of a few adjacent fibers may be observed in Figure 36, similar to those

observed for specimens with the Mo weave. We conclude that distributed cracking, with

some coplanarity and possible banding is a characteristic feature of fiber damage under IP

TMF loading, independent of the presence of weaves.

The effect of cycle time (16 minutes vs. 2 minutes) was that the slow rate of IP

TMF resulted in significantly reduced number of distributed fiber cracks. Figure 37 is for

a 16 minute cycle at 700 MPa, and most of the cracks are located along the Mo weave line;

cracks were very few away from the weaves. On the other hand, the companion samples

with 2 minute cycle time showed significant density of fiber cracks (see Figures 30 and

38). Note again the coplanarity of many cracks. At the slower rate, there is very likely

some recovery of the inelastic strain in the unloading part of the cycle which may not occur

when the rate of loading is faster. However, this cannot explain the lower crack density

for the slower cycles, since the total ratchetting at 200 cycles was actually slightly higher
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for the 16minutecycle thanthe 2 minutecycle. Rather,explanationsneedto be sought

with regardto thecrackingmechanisms.Theseincludepossiblenon-uniformtemperature

distribution in the compositefor the2-minutecycle,or reductionin stressconcentration

effectscausedby reducedclampingandfriction stressesfor the longercycle time. It is

useful to point out herethat work performedat WPAFB showanoppositeeffect of IP

cycle time, in that a 33-minute cycle produced shorter life than a 2-minute cycle.

However,thoseexperimentswereperformedin air at ahighermaximumtemperature,and

thepossibleeffectof environmentonfiberandmatrix degradationcannotberuledout.

A puzzling feature of all the fiber damage was that crack spacings were quite small.

In specimens F41-5 and F41-1, with a large number of uniformly distributed cracks, the

average fragment length was approximately 600 lLtm. Using a friction stress of 80 MPa

(actually a more appropriate value is about 35 MPa at temperature, based on the work of

Eldridge et al. at NASA Lewis), and fiber strengths between 2200 MPa and 5000 MPa,

the average fragment length is calculated to be between 1.9 and 2.9 mm, using a simple

shear lag analysis. Clearly these numbers are much larger than observed fragment lengths,

and suggest that clamping stresses may be much larger with accompanying higher friction

stress. The elastic calculations of Nicholas and Ahmad [23] indicate that clamping stresses

can be extremely high at a broken fiber tip, implying little or no debonding. Small debond

lengths, typically of the order of one fiber diameter, were indeed observed under IP TMF

conditions. Thus, the debond and fragment lengths are in qualitative agreement with those

of reference [23]. However, for the long cycle times, or under creep conditions, these

clamping stresses should reduce substantially, and allow for much larger fragment lengths.

Sufficient data were not available to make an assessment of this possibility.

DISCUSSION

Based on our test data and results obtained from testing specimens in an inert

atmosphere, it is clear that distributed fiber cracking is an inherent damage mechanism in

IP TMF. This damage mechanism can occur independent of oxidation effects. Note that

all the tests were performed in a reasonably good inert environment, and that significant

fiber damage occurred within a few hours at a reasonably low temperature; based on

available data in the literature, little if any fiber damage can occur due to environmental

degradation or due to reaction with the matrix under these conditions. Additionally, fiber

damage was assessed to be insignificant, based on some of the specific tests undertaken in

this study.
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Distributed fiber crackdensityincreasesasa functionof IP TMF cyclesandwas

determined to be a progressivemechanism,as we compared the damagestatesin

specimensF4i-6, F41-7 andF41-5. Crackdensitywasprogressivelyhigherat 3 cycles
(F41-6),30cycles(F41-7)and7500cycles(F41-5).

We have consistentlyobservedan early maximum increasein strain, typically

within the first ten cycles (Figure 11). Given that only a few fiber cracksare likely to

occurfor amaximumstressof 1114MPaor less,theearlypartof theratchettingresponse

is likely to be the resultof viscoplasticdeformationby thematrix. The exactdegreeto
whichfiber cracksinfluencetheratchettingresponseis difficult to ascertain.It is difficult

to isolatethe fiber crack inducedstrainincrementfrom thematrix viscoplasticincrement

becauseof their complexinteractionandtheabsenceof anyreliablemicromechanicsmodel

thataccountsfor all thenonlinearinteractions.However,basedon thefiber crackdensity

andtheaveragecracksurfacedisplacement,wemadesomeestimationsasto whatwould

be anupperboundof straindueto the fiber crackdensity. The fiber crackdensity for

highlycrackedfibers in F41-5specimenwasashighas10/mm.As anupperbound,if we
assumethat cracksin adjacentfibersarelinedin aseriesandthedeflectionalongthis line

is 0.3gm (althoughthematrix is notcracked),thenthestrainin aunit gagelength is (0.3

ktmx 10)/1mm = 0.003. Also, duringtesting,thecrackopeningdisplacementsarelikely
to behigherunderload. Ourestimatesarethatmuchof thestraincanbeaccountedfor in
the strain increasefrom about0.007to 0.01 for the F41-5specimendueto fiber cracks.

However,notethatthis wouldbeanextremecasesincecrackdensityfor mostfiberswill

be lower than 10/mm. Also, dueto theuncrackedmatrix betweencrackedfibersandthe

probabilityof finding adjacentfiber cracksalongaline, weareunableto preciselyestimate

thecontribution of fiber crackson ratchettingstrain.However,the strainvalue of 0.003

canserveasanupperboundfor thisspecificcase.

An importantobservationin IP TMF testswasthatasaresultof loading,therewas

noappreciablechangein thecomplianceof thespecimen.Thereportedaxial fiber modulus

(400GPa)is four timesthatof thematrix (100GPa),andit wasexpectedthatdueto the

distributedfiber cracks,significantreductionin stiffnesswouldoccurfor IPTMF cycles.
The work of Varna et al., [29] on the influence of crack-openingdisplacementof

distributedcracksonstiffnesslossshedslight onthis problem.

The deformationalresponseof a crackedcross-plylaminate(Figure 39) can be
expressedin termsof changesin the longitudinalYoung'smodulus(Ex) as[29]:

E_ = E ° - 2E r 2rld u_, (1)
d+b
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wherethesuperscripto denotesinitial value,ET is thetransversecompositemodulus,7/is

the transversecrack density (# of cracksperunit length)and d and b aredistancesas

shownin Figure37. For aunidirectionalMMC, onecanredrawFigure39 in thecontext
of cracksin thefibers, rather thanin the 90° ply as in a cross-ply laminate (Figure 40).

For the SCS-6/Ti 15-3 specimens, we have made over fifteen SEM measurements of the

crack opening displacement (U a ) with an average of 0.3 lxm as COD. In all cases, we

found U a to be at the submicron level. A typical photomicrograph of a fiber crack was

shown in Figure 24. For the case of highly distributed fiber cracks, e.g. in F41-5, the

crack density is about 10/mm along the fiber length. We considered crack densities up to

100/mm to study a wide range of possible effects. Realistically, the fiber crack density in

most fibers will be less than 10/mm. Ex ° is taken to be 200 GPa. The transverse

modulus of the MMC is taken to be 125 GPa. The term d/(d+b) represents the volume

fraction, which in this case is 0.41. For a series of U a , we plotted Equation (1) in Figure

41. It is clear that the effect on reduced modulus for U a --0.3 l.tm is extremely small. This

COD is about 100 times smaller than typical transverse cracks which occur in the 90 ° plies

in a cross-ply polymeric composite. Therefore, for very small crack opening displacement

of transverse fiber microcracks, a reduction in Young's modulus is not expected for the

magnitude of the crack density encountered in the MMC specimens in IP TMF. Even for a

1 _tm COD, there is no appreciable decrease in modulus as shown in Figure 41.

Examination of IP TMF cycled specimens revealed that there were many uncracked

fiber segments that remained as load carrying members (Figures 42 a and b).

Furthermore, nonplanar (plane perpendicular to fiber direction) damage in each ply may

keep the specimen intact (Figure 43). Residual strength test after 300 cycles at 850 MPa

showed that a high residual strength can be maintained (Figure 44). The residual strength

of 1300 MPa is close to the original tensile strength of 1400 MPa for MMC-41. Even

under the presence of fiber cracks, uncracked high strength fiber segments continue to

carry the load. This failure condition for a MMC with cracked fibers is central to Rosen's

analysis [30] of unidirectional composites. The statistical fiber failure process described in

the analyses of Rosen [30] and Zweben [31] are useful in describing the fiber crack

accumulation process in the case of IP TMF. Analysis by He et al [32] is also very useful.

In a composite with broken fibers, the fiber ineffective length (_,_e) over which

the adjacent fiber sees elevated stress is given by [30]:

2

6,n,# 1.(1-VI) t' (Es)11,2 cosh_lrl + (1- q))2
--_i ='_t ' _,j75 G,, t 2(1-q_) ] (2)
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whereVf = fiber volumefraction,df = fiber diameter,Ef = fiberYoung'smodulus,Gm =

matrix shearmodulus,and _p= fractionof undisturbedstressvaluebelowwhich fiber is

consideredto be ineffective. Thecumulativefracturepropagationmodeis presentedin
Figure 45. It is noted that for a selectedcomposite,the shearmodulus,Gm can be
affectedat temperaturefor acompositeandwill influencetheineffectivelength, t_,_e_ and

consequently increase the zone of stress elevation in the adjacent fiber. Thus, statistical

fiber fracture process is favored at elevated temperature once fiber cracks have occurred in

a composite system.

An issue at hand is why fiber cracks were observed at low stresses and at

mechanical strains as low as 0.5%. At 300 MPa, the cracks were primarily located near

Mo weaves; so that some reaction induced damage is a possibility. However, at 700 MPa

at 0.0833 Hz, the crack density was significant at locations away from Mo weaves, with

some crack coplanarity also being observed (Figures 30 and 38). If all the applied load

was taken by the fibers, the fiber stress would only be 1700 MPa, a reasonably small

number. It may be recalled that the minimum fiber strength out of a total of forty fibers

extracted from the as-received MMC was 2250 MPa; Weibull analysis provided an average

strength of 4270 MPa for a 20 mm gage length, and a Weibull modulus of 5.5. At 1700

MPa, this implies a fiber failure probability of only 0.7%, so that if 50 fibers were

sampled in a ply, then at most 1 fiber would be found to have failed. Clearly this value is

in disagreement with the IP TMF results. One possible explanation, given the observed

crack coplanarity of a few adjacent fibers, is that when an isolated fiber fracture does

occur, it induces, by stress concentration, failure in adjacent fibers. The exact mechanism

for the stress concentration is not clear, nor do we know the value of the stress

concentration factor; based on the work of Hedgepeth and Van Dyke [28], we estimate a

stress concentration of about 1.25 for three cracked fibers in a hexagonal array. Local

pockets are therefore set up around adjacent cracked fibers, where the matrix creep rate is

initially higher, which then slowly dissipates the stresses through a creep mechanism to the

rest of the MMC. At such a point in time, global load sharing can take over and reduce the

incidence of coplanar cracks in adjacent fibers. Under certain probable circumstances,

crack coplanarity can be extended over many more fibers, as was illustrated earlier for

sample F41-7. The proposed mechanism currently appears to be the only one that can

provide any rational explanation for significant fiber cracks at low stresses. It also is in

agreement with the 16-minute cycle tests, where the longer times can reduce stress

concentration effects and hence result in less fiber fracture, as observed experimentally.

However, analyses and additional experimentation is required to confirm this mechanism.
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We have performed somecreep analysesusing the modified Curtin model

proposedby Zu andMcMeeking [33], to explorehow fiber fracturesaffect ratchetting

rates. Themodel [33] usestheapproachof GotoandMcLean[34], but incorporatesfiber
fracturesusingtheanalysesof Curtin[35]. An improvementin theanalyseshere[36] was

theincorporationof residualstresses,whichwerenot includedin [33]. Thedetailsof the

analysesareskippedherefor thepurposeof brevity, howevercalculationsperformedin
[36] using parametricvaluesof materialpropertiesshow a significant influence of a

characteristicfiber strength,Sc,whichdependson theaveragefiber strengthandfriction

stress. In Figure 46, the creep curve at 538 C obtained from such an analysesis

superimposedon theratchettingcurvesillustratedearlierin Figure 12. The creephours

wereconvertedto thenumberof cyclesby assumingonecyclewasequivalentto creepfor

half thecycleduration.This is arathercrudeapproximation,butdoesshedinsight into the

ratchettingcurves. Thebottom solid line correspondsto the creepprediction,basedon
measuredfiber strengthsand assuminga friction stressof 35 MPa at 538 C. The

parametersin theNortoncreeplaw were:apre-exponentof 2.lx 10-15sec-1MPa-4.1,andan

exponentof 4.1 [4]. It is encouragingto note thatthe predictedcurve in Figure46 is in

reasonablygoodagreementwith theIF data. However,life couldnot bepredicted,since

the analysesindicatedthat creeprateswould reduceto zeroafter a long time. It is also

importantto notethatthecreepanalysesgrosslyunder-predictedtheratchettingratesfor

the IP specimens. It wassuspectedthat this under-predictionwasdue to the fact that

possible stressconcentrationeffects were not included in the analyses. As a first
approximation in incorporating stressconcentrationeffects, the value of the Sc was

reducedgraduallyfrom 100%to 80%of its valuein agradualmanner.Thus,theprefactor

on Scwas takento be 1.0until a strainof 0.5%,thenit was linearly decreasedto 0.8 at

0.75% strain, and thenheld steadyat 0.8 at all higher strains. The value of 0.8 was

arrivedatbasedon theanalysesof Hedgepethet al.,whocalculatedastressconcentration

factor of 1.25(=1/0.8) for threeadjacentfiber cracksin a hexagonalarray. Using this

analyses,failurewaspredictedin approximately80cycles,in agreementwith someof the

dataatthis stresslevel (seeFig.46). Additionally,thepredictedratchettingrateswerenow

in betteragreementwith theIPdata.

Theanalysesaboveispreliminary,andamorerefinedversionwould includeusage

of a unified viscoplasticmodel,suchasthatby BodnerandPartom. However, the first

order calculations do suggestthat the characteristicstrengthof the fibers need to be

reduced to predict IP TMF life anywhereclose to experimentalfindings. Since the

experimentsindicatedlittle or no lossin fiber strengthfollowing TMF cycling in theinert
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environment,theresultssuggestthatstressconcentrationeffectsmayindeedbe important

underIPTMF conditions.

TheIP TMF fatiguebehaviorappearsto bevery similar to whatChiao [37] found

in stress-rupturebehaviorof unidirectionalcomposites(Figure47). Over thecomplete

rangeof stresses,the fiber fracture mechanismwas found to be operative. This was

modeledby PhoenixandWu [38] asachain-of-bundlesstatisticalrupture-lifetimemodel.

Lifetime prediction hasbeenattemptedusing stochasticfracture propertiesof fibers-

typically assumedto beof WeibulI distribution.However,thePhoenixandWu [38] model
doesnot accountfor theprogressivenatureof fiber crackdevelopmentobservedin this

investigation. Talreja [39] provides such a basis for growth rate of damagein his

approachto polymericcompositesfor anumberof specificcases.

Figure 48 illustrates that the creep strain for sampleF41-23 did stabilize, as

anticipated,at approximately0.49%strain,andis consistentwith all the loadbeing taken

up by the fibers. Thepredictionsof Goto andMcLean'screepmodel [34] is alsoplotted

in Figure48,which indicatesthatpredictionsarequitegoodif fiber fracturesdonotoccur.
Metallographicevaluationof thecreepsampledid howeverrevealafew fiber cracks,but

they were significantly less in numberthan the IP TMF specimens.To provide some

comparisonof the ratchettingresponse,IP specimenF41-17 ratchetedto approximately
0.61% strain (seeTable 2), muchhigher than the 0.49% for the creepspecimen. The

higher ratchettingstrainsunder IP TMF areconsistentwith more fiber cracksobserved
underIP conditions.

CONCLUSIONS

Based on the results of this investigation, the following conclusions can be

reached:

. Distributed fiber cracking is an inherent mechanism in IP TMF in

unidirectional SCS-6/Ti 15-3 composites. The mechanism is progressive in

that the distributed fiber crack density is cycle dependent, i.e., there is an

accumulation process at work which is aided by the complex interaction of

viscoplasticity of the matrix and the statistical fiber fracture characteristics.

2, Limited crack coplanarity in adjacent fibers (3-4 fibers) was seen in all

specimens. In a few specimens, the coplanarity extended over many fibers

(i.e., the cracks were "banded"), and such specimens had short fatigue lives.
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Theoccurrenceof crackcoplanarityin adjacentfiberssuggestpossiblestress
concentrationeffects.

. Fiber cracks were found to occur at very low stresses (300 MPa max. stress)

in IP TMF. Fiber strength data evaluated at RT cannot explain the fiber

cracking at low stresses in IP TMF. There appears to be no threshold applied

stress where fiber fractures would not occur under IP TMF.

o Well-devised IP TMF, creep and constant-load with thermal cycle

experiments indicate that the thermal cycling component has a profound

influence on initiation and subsequent accumulation of fiber cracks.

. Controlled experiments indicate little or no loss in fiber strength following IP

TMF cycles in an inert environment.

. The fiber crack opening displacements (CODs) are small (average ~0.30 I.tm)

for the individual fiber cracks. It was shown that for the density of fiber

cracks encountered in these specimens, no appreciable change in stiffness

was expected because of the very small COD of fiber cracks even after

accounting for a several fold increase of the COD when the specimen is under

load.

. Comparison of IP TMF and creep data at 700 MPa, showed that the creep

strain saturated to a constant value after 60 hours of creep. On the other

hand, the IP specimens showed pronounced ratchetting, and they were

accompanied with many fiber fracture. In other words, IP TMF damage is

not just a creep effect.

. At 700 MPa stress, a 16-minute cycle showed significantly less fiber cracks

than a 2-minute cycle. The exact reason is not known, but two possibilities

include non-uniform temperature distribution at short cycle time, and greater

viscoplasticity induced matrix stress relaxation for the 16-minute cycle.

, Preliminary creep analyses, that accounted for fiber damage, showed

reasonable correlation with the ratcheting data of IF tests. However, the

predictions were poor for the IP tests. For this type of loading, the fiber

23



10.

characteristicstrengthhad to be reducedto predict specimenlives. Since

specialexperimentsindicatedlittle or no lossin fiber strength,theremaining
possibility is thatstressconcentrationsmaybe involvedunderIP conditions,

whichmayexplainwhy IP specimensexhibitedsignificantfiberdamage.

This investigationhasidentified thebasicelementsof amechanism-basedIP

TMF life prediction model,namely(1) descriptionof statistical aspectsof

fiber failure, and (2) rateequationof fiber damage(distributed fiber crack

accumulation).
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TABLE 1. SEQUENTIAL 12_-PHASE TMF TESTS

Specimen No.

F41-[

F41-2

F41-3

1:41-4

F41-5

F41-6

I=41-7

F41-8

F41-9

F41-10

F41-I 1

Max. Stress

ii14 MPa

850 MPa

1000 MPa

IlI4MPa

Life (Cycles)
I

94.5

8161 (DNF)

4751 (DN 
3895

7511 (DNF)1114 MPa

II14 MPa 3 (DNF)

I 114 MPa 30 CONF) '"
,, t

1114 MPa

700 MPa

700 MPa

cycletime= 16 rain

52

1000, extensometer data problem

213 (DNF')

, u

Tensile Test Monotonic
r .i. ,., . ,.. ,

F41-12 165MPa, coast. 300

700 MPa, const.

300 MPa

4O0 MPa

Tensile test up to 0.9% strain
i

F41-13

F41-14

F41-15

F41-16

F41-17

F41-18

F41-19

unloaded

700 MPa

700 MPa

cycle time = 16 rain

1114 MPa

(DNF), tensile tested to 1200 MPa and
unloaded

300 (DNF)

300,tensiletestedto018%

3300, stopped test (strain decrease)

Monotonic

200 (DND

15

F41-20 1114 MPa 36

 41- I 700MPa (DN 

F41-22 1000 MPa 500, test problem
)

F41-23 850 MPa 300, pulled to failure (1314 MPa residual strength)

F41-24 700 MPa creep 60 hrs

Bl-I Tensile Monotonic

BI-2 512 MPa 3"_ (DNF)

B1-3 512 MPa 300 (DNF)

cycle time = 16 rnin

• DNF = did not fail
• R-ratio = 0.1 for all tests
• IF test was run at 538 C.
• All IP TMF tests were run between300-538 C

and forcycletime120sccunlessnoted.

• Tensile tests conducted at room temperature
(RT)

• F41 specimens are with Mo-weave
• B I specimens are without Mo-weave
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SKETCH ILLUSTRATING THREE REGIMES OF
FATIGUE

it i • •

REGIME 1

I

NUMBER OF CYCLES

Figure 1. Fatigue life regimes.
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Figure 14. An untested as-polished specimen showing absence of fiber cracks.

Figure 15.
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Figure 16. Second level fiber cracks (subsurface) in an IP TMF specimen (F41-5) with

max. stress of 1114 MPa for over 7,500 cycles.
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Figure 18. Surface matrix cracks in F41-4 isothermal fatigue (IF) specimen.
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Figure 19.

m
Fiber crack and neighboring matrix cracks in IF F41-4 specimen.

debonding at SiC fiber and inner coating is also evident (arrows).
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Figure 20. Surface initiated fiber fracture in IP TMF (F41-5 specimen).

Figure 21. Fiber core initiated fracture in IP TMF (F41-5 specimen).
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Figure 23. Spiral crack in SCS fiber taken at LLNL [27]. X-ray micrograph of internal
fracture surface in an aluminum matrix/SCS-8 fiber composite failed in

tension.
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Figure 24. Typical COD (-0.3 #m) of fiber cracks in a IP TMF specimen.
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Figure 26. Evidenceof matrix plasticity after 3 TMF cyclesin specimenF41-6.

Figure 27.

100

Evidence of matrix plasticity after 30 cycles in specimen F41-7.
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Figure 28.
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Figure 29. Fiber cracks in F41-7 IP TMF specimen

weaves and away from it.
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Figure 30. Distributed fiber cracks in a specimen (F41-17) cycled for 200 IP TMF cycles at
700 MPa max. stress.
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Figure 31. Fiber strength data for fibers extracted from as-received MMC-41 panel.
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Figure 32. Specimen F41-12 held at 165 MPa constant load and thermally cycled between

300-538 C for 300 cycles and tensile loaded to 1200 MPa and unloaded.
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Figure 33. Monotonic response of F41-14 after being subjected to IP TMF cycles with

300 MPa max. stress for 300 cycles.
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Figure 34. Distributed fiber cracksconfinedto Mo-ribbon sitesin specimenF41-14 (300
cyclesat 300 MPa).
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Figure 35. Dispersed Mo-ribbons in MMC specimen as viewed from edge of specimen
near gage section•
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Figure 36. Distributed fiber cracking in a specimen(30vol % MMC) without Mo weaves
which wascycled at 512 MPa max. stresswith 2 min cycle time (300-538C) in
IP TMF.
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Figure 37. Distributed fiber cracksin F41-18specimensubjectedto 700 MPa max. stress
for 200 cycleswith 16min cycle time (300-538C).

Figure 38.

i

Distributed fiber cracks in F41-21 spec_en subjected to 700 MPa max. stress

for 200 cycles with 2 rain cycle time (300-538 C).
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Figure 39. Schematic showing the geometry of an element of a [0rn90_] s cross-po[y laminate

subjected to an uniaxial remote stress and temperature.
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Fig_are 40. Multiple fiber cracks and nonconservative equivalent crack analogy.
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Figure 41. Young'smodulus reduction as a function of the crack density for various
constant crack CODs calculated using Eqn. I.
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Figure 43. Nonplanar fiber cracks in each ply which may not lead to specimen failure.

ga.,

I.,.,

r/2

Figure 44.

1400

1200-

I000-

800-

600"

400"

200-

0 1
o.0000 O.OblO 0.0020 0.0630 0.0040 0.0050 0.0060 0.0070 0.0080

Mech. Strain

Stress-strain curve (residual strength 1314 MPa) for a MMC specimen (F41-

23) cycled at 850 MPa max. stress for 300 IP TMF cycles.
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Figure 45. Stress intensification in a neighboring fiber as influenced by ineffective length

of cracked fiber [30].
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Comparison of experimental ratchetting curves (dashed lines) at l 114 MPa for
IP and IF specimens, with the predictions of the modified creep model (solid
lines) that accounts for fiber fracture. Infinite life is predicted for baseline
conditions (bottom solid line), whereas a life below 80 cycles is predicted if a
ctrP_Kconcentration of 1.25 is introduced (upper solid line).
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Figure 47. Stress-rupture behavior and strength retention of S-glass/epoxy unidirectional
composite [34].
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Figure 0,8. Creep curve at 700 MPa at 538 C. The upper curve corresponds to
experimental data, and the Lower curve is the theoretical prediction based on
isostrain conditions and secondary creep for the matrix.
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